Model: LG-150
HALOGEN LAMP COLD LIGHT SOURCE
FOR MEDICAL ENDOSCOPE
2004 YEAR SURFACE
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Our company mainly produced LG-150 type halogen lamp cold light source,
which adopts paraboloid cold reflector arc lamp as power supply. It has
characteristic of fine light line, high brightness, small cubage and high efficiency, etc.
The central materials of instrument are imported parts, which make this instrument
reliable and perfect.
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1. Halogen lamp power switch:1
2. Brightness adjustive button:3
3. Out-put light:3
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1. Voltage of power supply: 110VAC / 220 VAC+10%
(You can choose voltage 110V or 220V as your request).

2. Frequency of power supply: 50+1Hz
3. Power of halogen lamp: 24V 150W

(You can choose 24V 250W halogen lamp also)
4. Consumed power: about 180W
5. Relative humidity: <80%
6. Effective life-time of lamp: >200h
7. Effective illuminance of halogen lamp: 1,800,000Lx
8. Halogen lamp color temperature: >3,200K
9. Gross weight: 6.6Kg
10. Size (mm): 280(width)?260(depth)?120(height)
11. Environment temperature for working: 5 °C~32 °C
12. Atmospheric pressure: 86.0~106.0Kpa
13. Capacity of fuse: 3A fuse while time-lapse
14. J. equipment type: | BF
15. The standard of jack on Fiberoptic light cable: WOLF mode
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1. Insert the power supply plug into the socket relevant on out-put voltage of light



source, PE electrode of the plug must be reliable with ground wire.

2. Turn on the power switch, the cooling fan inside of instrument works, and then
lamp is lighted, wait a while, adjust brightness adjustive button to proper extent
when the lamp light is normal.

3. Insert one plug of fiberoptic light cable into out-put power supply, the other of
which is to connect with endoscope.
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1. The wind gap of light source should have fluent atmosphere so that can give out
the heat sufficiently.

2. The light source couldn't work under the condition of taking apart outer-cover.

3. Don’t to put the light source aside of impragnent or flammable things.

4. Don’t to switch light source frequently (that will make the life-span shotten)

5. Don®use the cold light source in presence of flammable gas to prevent burn and
explode.

6. Don®move the light source when it works.
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There is very high atmospheric pressure inside the halogen lamp, never touch the

lamp without wearing gloves and mask, don® press the lamp to prevent the

explosion of lamp. All the steps must be performed by qualified serviceman.

Detail as following:

1.Turn off the power supply, pull out electricity wire, and do as following steps after
lamps cool down (about 10mins).

2.Be sure that the same-specification lamp is useful to exchange, otherwise leading
to lamp explode accidents. .

3.After exchanging a new lamp, not to hurry to adjust light focus, first to cover the
machine box, and let the light source working an hour or so (tinpot lap, such as
broken during the transportation, at the beginning, the temperature inside of glass
is rising possibly after lighting, pressure is improving to explode)

4. Tear down the fixed screws on wind machine and net cover, and fix the wind
machine above the lamp shelf (which makes wind is point to the lamp), and then
connect the luminometer on the out-put power source (or insert fiberoptic light
cable) to adjust the focus.

5.Attention to wear sunglasses, gloves and mask before turn on the power source.
Adjust three telescopic fixed screws on the lamp seat to the extent of highest
brightness of out-put light source.

6. Put the wind machine and net cover on the original place, and cover the machine

box.
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Take apart the power wire and make sure that the light source cooling down fully

before maintenance it.



There should be no dirty around the cover of light source and no odds and ends
block the channel of vent to ensure ventilation and radiation.

You can blow dirty inside the light source with compressed air when necessary.
Outer-surface of light source could be wiped with wet-cloth, attention not to spatter
water into the machine. Don't touch the halogen lamp, infrared filter and reflector, it
should be wiped with cotton dipping in alcohol and ether.

Methods of removing common trouble:

Appearance of trouble Method

- inspect wires and fuse-wire

- out-put empty load voltage of power supply
should be 90V~120V or 200 V~240V

- change new lamps

Lamp doesn't light

- working current of negative pole of halogen lamp
Insufficient brightness  should be 14A~18A
- focus of reflector may not lie in light cable
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24V 150W or 250W Halogen lamp (bulb and reflector)

Manufacturer:  Medit Inc
Postal Address:  #109 - 71 Glamis Dr. SW, Calgary, Alberta Canada, T3E 6S5
Post code: T3E 6S5
Fax (local): ++1-888-6868660
Fax (international): ++1-613-8225255
Email: main@meditinc.com
Website: http://www.endoscopy4you.com



